Stock No Description
20/03/002 Im1 Torch Assembly ONLY
‘ - / 06/04/001 JM4B Burner

LIMITED v/ 20/03/003 IM1 Torch & JM4B Burner

IM1 torch Assembly

The JM4B can only be used with the IM1 torch set

Designed specifically for using natural gas or LP gases at 8"wg (20.3 mbar) with air say 3 psi
(0.21 kg/cm2) mainly for brazing it will provide a large bushy flame for heavy applications,
yet will turn down sufficiently for small concentrated applications.

The bell mouth burner makes the torch extremely flexible, adjustment of the flame being

effected by lever controls on the gas and air supply lines.
Because of its light weight it can be used on production lines with minimum fatigue.

USES; Brazing, soldering, radiator repairs, annealing, silver soldering, heat treating
components (hardening and tempering), general heating and stress relieving.

Table showing characteristics of IM1 Torch

Natural Gas at 8"wg (20.3 mbar)

Air Pressure Gas Rates Flame Length Flame
Kg/em2 PSI Kcal BTU MM INS Condition

0.7 1 2,520 10,000 50 2 Turn Down

0.7 1 12,600 50,000 177 7 Working

0.7 1 37,800 150,000 381 15 Max Brush

0.21 3 20,160 80,000 254 10 Working

0.21 3 45,360 180,000 508 20 Max Brush







